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NEW 70 SHS 5 COLUMN TO 
REPLACE EXISTING COLUMN. 
EXISTING FOUNDATION TO BE 
CHECKED BY ENGINEER ONCE 
EXPOSED BY THE CONTRACTOR~ 

'EXTENDED' COLUMN POSITION 

VARIES 
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150 

VARIES 

INDICATIVE STEP IN 

BALCONY LEVELS 


SCALE 1:20 

INFILL PANEL - T1 

(TYPICAL 'END' PANEL) 

SCALE 1:10 
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SECTION D-DSECTION D-D 
(SHOWING MID LANDING) 

SCALE 1:20 

(REFER TO S2001 FOR LOCATION) 

SCALE 1:20 

TYPICAL EXTERNAL STAIR DETAILS 

CORING DETAIL ONLY TO BE USED BY 
NOTE:- FINAL DESIGN OF BRIDGE 

fil~,r:;: 

~---~!~--~~ II· VARIES 
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FULLY WELDED 1Omm THK CAP__//' 
PLATE WITH 2No BOLTED (RESIN 
ANCHORS) CONNECTION INTOASSUMED MASS CONCRETE 
WALKWAYSTEPS TO BE BROKEN OUT I 


REMOVED AS REQUIRED AND _j~~ " 

MADE GOOD I REBUILT UPON ·· . 


COMPLETION OF WORKS ... is ••. :: :•:.:· . . 
300mm SQ. x 20mm THK BASE 

150 PLATE FULLY WELDED TO 
SHS. MIN. 4No M20 RESIN\.." ' ';: ....·<..::.: ~- .~'.- ..1 
ANCHOR CONNECTION0 

APRROX. 1OOmm WIDE OF CONCRETE TO BE l ;. <.;' ~ ·•;···<: .:~. I 
CAREFULLY CUT/BROKEN OUT, ANGLE TO 	 . ~.,,...,.=,..._-.,,..~ ~~«(~',<:/ ~:·· '~ //.~~<//_0(-</. ·. '.,,·.%«(«<-•
MATCH UNDERSIDE OF STAIR, TO ALLOW '. · '· ·. -. • . -. '. • · « 
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ADOPT ALLOWABLE BEARING 
PRESSURE OF 50kN/m' INDICATIVE STEP IN 
EXCAVATE AND FILL ANY SOFT 
SPOTS WITH GEN3 CONCRETE GROUND LEVELS 
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INFILL PANEL - T2 

(TYPICAL PANEL) 

SCALE 1:10 
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NOTE:- HANDRAILS TO BE REPLACED ON EXTERNAL STAIRCASE, 

HOWEVER DEPENDING ON CONDITION. IF STAIR TO BE 


RETAINED REMEDIAL HANDRAIL FIXING TBC DEPENDING ON 

EXISTING CONSTRUCTION DETAILS. IN-SITU CONCRETE 


STAIRCASE MAY NEED TO BE REPLACED. ALLOW 180kg/m3 FOR 

REINFORCEMENT. IF STAIRCASE DOES REQUIRE REPLACEMENT 


THEN ADDITIONAL R.C DETAIL DRAWINGS AND BAR BENDING 

SCHEDULES WILL NEED TO BE PRODUCED BY THE ENGINEER. 


DO NOT SCALE FROM THIS DRAWING 

ALL DIMENSIONS TO BE CHECKED ON SITE 

Notes: 

1. 	 REFER TO DRAWING S2000 FOR GENERAL 

NOTES. 


2. 	 REFER TO DRAWINGS S2001-S2012 FOR 

TYPICAL SECTIONS AND DETAILS. 

(ADDITIONAL UNIQUE DETAILS MAY BE 

PROVIDED ON A SITE BY SITE BASIS, AS 

REQUIRED). 


3. 	 THE CONTRACTOR SHALL CHECK ALL 
DIMENSIONS ON SITE PRIOR TO FABRICATION. 
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lT 	 " MASS CONCRETE PAD HANDRAIL POST CORING DETAILFOUNDATION SIZE TO 
;'BE DETERMINED ON A SCALE 1:10 

SITE BY SITE BASIS 

AGREEMENT WITH ENGINEER WHERE 
SUPPORT TBC FOLLOWING fil FIXING DETAILS CANNOT BE USED
RECEIPT OF FULL SURVEY 

INFORMATION INCLUDING ANY j 
NECESSARY SITE ~.l 
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w HANDRAIL POST TO BE 

GROUTED IN TO HOLE 
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ELEVATION PLAN 


.... CONCRETE 
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HANDRAIL POST TO 
BE FIXED USING A 

I
~POURABLE GROUT 

fll (30N/mm') 
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~ EDGEOF 

EXTERNAL STAIRS ARE SHOWN INDICATIVELY ONLY. 
A FULL DESIGN WILL NEED TO BE UNDERTAKEN BY 
AN ENGINEER AFTER A BLOCK SURVEY HAS BEEN 

CARRIED OUT AND PRIOR TO FABRICATION. 

HANDRAIL POST 
TO BE FIXED IN TO 
CENTRE OF STEP 
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HANDRAIL POST TO BE~~~{'l ~;~FIXED IN TO STAIR BY 
CORING AND GROUTING, ~~<I'~~~<I' MIN. EMBEDMENT 125mm \ ~ 
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HANDRAIL POST TO BE /'~ 

FIXED IN TO STAIR BY 

CORING AND GROUTING, 
 I~
MIN. EMBEDMENT 150mm -- 

NEW 70 SHS 5 COLUMN TO 

REPLACE EXISTING COLUMN. 


~EXISTING FOUNDATION TO BE 
 EXISTING STEEL COLUMNS 

./ CHECKED BY ENGINEER ONCE 
 ASSUMED TO BE RETAINED. 


EXPOSED BY THE CONTRACTOR 
 DEPENDING UPON 
INSPECTION BY ENGINEER. 
TO BE WIRE BRUSHED AND 
REPAINTED 

~=!.;~-......,,...., ADDITIONAL CONCRETE CAST FOR 
• 	 • ,.• ADDITIONAL CONCRETE CAST FOR 1· • . .. . . '. · ·• ·. • < HANDRAIL SUPPORT TO SCABBLED .. -~ -. ..... .. .... .. ...HANDRAIL SUPPORT TO SCABBLED ".. : ~-. :· · -~ ·.• ·• : :.. ·.. 

DIMENSIONS MARKED AS VARIES 

WILL BE DETERMINED BY THE 


INDIVIDUAL BLOCK SURVEYS AND 

SUBSEQUENT DRAWINGS BY 


ENGINEER. REFER TO ELEVATION 

DRAWINGS FOR RELEVANT SITE 


FOUNDATION DEPTHS SHOWN 

ON THIS DRAWING ARE 


MINIMUM, REFER TO RELEVANT 

ELEVATION DRAWINGS FOR 


FOUNDATION DEPTHS 


ALL DETAILS AND SECTIONS 

SHOWN FOR BALCONY ENDS 

AND EXTERNAL STAIRS ARE 


SIMILAR BUT HANDED FOR THE 

OPPOSITE ENDS 


ALL STEEL TO BE GRADE S355, 

GALVANISED 140um AND 
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TYPICAL GOAL POST FRAME TO 

SUPPORT BRIDGE VARIES 

SCALE 1:20 TO CALCULATE THIS DIMENSION USE THE DIMENSION 

ELEVATION DRAWINGS MINUS 200mm 	
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TO CALCULATE THIS DIMENSION USE 
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INFILL PANEL - T3 	 INFILL PANEL - T4 

(BESPOKE PANEL) 	 (EXTERNAL STAIR PANEL) 
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