
42

kidney dish

banked quarter pipes

pump 
waves

pump 
bump

grass banks

grass banks

grindable ledges

HOGLANDS PARK CONCRETE SKATEPARK 

 

 

 

 

 
 

   

   

  
 

         
 

         
   

 
           

    
         

   
  

           
   

          
   

           
   

     

        
 

            
      

          
       

    

         
      

       

 

     
   

   

  

    

 

   

  

  

  

  

  

  

  

  

  

  

 

  

  

 
  

 
  

            
       

          
     

           

        

          
   

         
   

      
    

      

Dashed line to perimeter
indicates 350w x 450mm deep
edge thickening to ground
bearing slab.

Min 120mm deep ground bearing
concrete slab with A252 mesh to top
(min. 45mm cover to top and sides). 

In place of mesh provide H8@200c/c
T1 & B1 layers

Moundings to be constructed in
150mm Type 1 with permeable top-soil
over. Similar graded crushed fill can be
considered

Notes:
- All items shown are subject to ground investigation and a CBR value of 2% or greater
- Final design subject to detailed design co-ordination with skatepark contractor
- Location of construction lines final slab fall directions TBA with contractor
- Drainage strategy advised by L.A. Civils team
- Minimum concrete grade to be C28/35
- All laps minimum 40 x bar diameter
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Existing and Proposed 
Scale: 1:500 1 

Existing Steel construction installed as part of the Heritage 
Lottery Funding 
in 2002/2003 is now showing signs of wear, requiring 
increasingly higher maintenance 
pressures. 
It has long been in the Central Parks Management Plan to 
replace it with a concrete 
structure. This will offer a better skating surface and 
crucially, better longevity with 
lower maintenance costs. 

Now we have been able to gain access to sufficient funding 
to deliver this. 

The Hansard Gallery has secured funding to pay for the 
consultation and design 
element, leaving more of the SCC capital for delivery of the 
construction, project management 
Planning applications and associated civil engineering. 

Skatepark designer Rich Holland has developed the concept 
shown left. 

The existing steel skatepark is shown in blue on this plan . 
It is 362 square meters in area. 

The proposed concrete skatepark is outlined in pink. It is 
840 square meters in area. A difference 
of 478 square meters. 

Not shown are the rain garden soakaways around the 
structure to deal with water run off. 
This will be shown on a separate sheet. 

HOGLANDS PARK 

REPLACEMENT OF STEEL SKATE PARK 
WITH CONCRETE SKATE PARK 

NOTES: 

1. This drawing is to be read in conjunction with all relevant 
contract drawings and specifications with any conflicting 
information to be brought to the attention of SCC City 
Services before works commence on site. 

2. Do not scale from this drawing, always work to noted 
dimensions. 

3. All given dimensions in mm unless stated otherwise. 

This map is based upon Ordnance Survey material with the 
permission of Ordnance Survey 
on behalf of the Controller of Her Majesty's Stationary 
Office © Crown copyright. 
Unauthorised reproduction infringes Crown copyright and 
may lead to prosecution or 
civil proceedings. Southampton City Council 100019679 
2010 
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